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Monster Bass Trap with FlexRange Technology 

DESCRIPTION 
The Monster Bass Trap with FlexRange Technology is our most effective low 
end absorber, measuring 7.3125” thick. The  patented design of the Monster 
Bass Trap allows it to absorb as much bass as possible without over absorbing 
the high end, which leaves life inside the room. Customizable options include 
Full Range/broadband or Range Limiter membrane system. Available in 9 
standard , 100% polyester GIK fabric colors. 

Available Sizes Weight per panel Quantity per Box 

24.25″ x 48.5″ 19 lbs 1 panel 

24” x 24” 10 lbs 2 panels 

12” x 48” 10 lbs 2 panels 

AVAILABLE ADD-ON OPTIONS 
• Proprietary Range Limiter 
membrane system to retain more 
high end  
• GIK Scatter Plate for built-in 
diffusion 
• Guildford of Maine fabric 
upgrades available 

MOUNTING 
• Easy wall installation using 
integrated eyehooks and 
accompanying picture wire 

• Free standing options available 
with GIK Custom Metal Stands or 
Boom Stand Brackets 

• Easy to install on ceiling with 
optional GIK Cloud Mounting 
Bracket© 

TEST RESULTS 

• Class A Fire Rated 
• Constructed with Knauf Insulation with ECOSE technology 
• Manufactured with PureBond, LEED certified Columbia Forest  
Products’ (made in the USA) formaldehyde-free technology 


